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Technical Data
Timing relays

DILET-A DILET-W ETR4-A ETR4-W ETR2

Magnet systems
Voltage tolerance

Pick-up voltage
AC operated Pick-up x U 0.85…1.1 0.85…1.1 0.85…1.1 0.85…1.1 0.85…1.1
DC operated Pick-up x Uc 0.7…1.1 – 0.7…1.1 – 0.85…1.1

Power consumption
Pick-up AC VA 2 0.5 2 0.5 –
Sealing AC VA 2 0.5 2 0.5 –
Pick-up DC W 1.8 – 1.8 – –
Sealing DC W 1.8 – 1.8 – –

Duty factor  % DF 100 100 100 100 100
Maximum operating frequency

Max. operating frequency Ops/h 4000 4000 4000 4000 360: 8 A/250 V
7200: 120 mA/12 V

Electrical Operations/h – – – – –
Operations/h – – – – –

Minimum command time
AC ms 50 50 50 50 20
DC ms 30 – 30 – 20

Repetition accuracy (deviation) % F 0.5 F 0.5 F 0.5 F 0.5 F 0.5
Recovery time (after 100% time delay) ms 70 70 70 70 50

Contact changeover time tu ms – – 4 4 10

Notes 1) Not DILET...-W
2) ETR4-51: 50 ms

DILET..., ETR...
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