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Technical Data
Phase monitoring relays

EMR4-W300-1-C
EMR-W380-1
EMR4-W400-1

EMR4-W500-1-D EMR-W580-2-D EMR-AW(N)…

General
Standards IEC/EN 60255-6, IEC255-

6, UL, CE
IEC/EN 60255-6, IEC255-
6, UL, CE

IEC/EN 60255-6, EN 
61557, UL, CSA, GL

IEC/EN 60255-6, IEC255-
6, UL, CE

Lifespan, mechanical Opera-
tions

x 106 30 30 30 30

Climatic proofing Damp heat, cyclical to 
IEC 60068-2-30: 24 h 
cycle, 55° C, 93% 
relative humidity, 96 h

Damp heat, cyclical to 
IEC 60068-2-30: 24 h 
cycle, 55° C, 93% 
relative humidity, 96 h

Damp heat, cyclical to 
IEC 60068-2-30: 24 h 
cycle, 55° C, 93% 
relative humidity, 96 h

Damp heat, cyclical to 
IEC 60068-2-30: 24 h 
cycle, 55° C, 93% 
relative humidity, 96 h

Ambient temperature
Open °C –20…60 –20…60 –25…65 –20…60
Storage °C –20…60 –20…60 –40…85 –20…60

Mounting position As required As required As required As required
Shock resistance 10 g 10 g 10 g IEC/EN 60255-21-12, 

Class 2
Degree of protection

Terminals IP 20 IP 20 IP 20 IP 20
Enclosures IP 50 IP 50 IP 50 IP 50

Weight kg 0.13 0.13 0.3 0.14
Terminal capacities

Solid mm2 2 x 2.5 2 x 2.5 2 x 2.5 2 x 2.5

Flexible with ferrule mm2 2 x 2.5/2 x AWG14 2 x 2.5/2 x AWG14 2 x 2.5 2 x 2.5/2 x AWG14

Standard screwdriver mm 5.5 x 0.8 5.5 x 0.8 5.5 x 0.8 5.5 x 0.8
Tightening torque Nm 0.5 – 0.8 0.5 – 0.8 0.5 – 0.8 0.5 – 0.8
Fixing Snap fixing, top-hat rail 

IEC/EN 60715
Snap fixing, top-hat rail 
IEC/EN 60715

Snap fixing, top-hat rail 
IEC/EN 60715

Snap fixing, top-hat rail 
IEC/EN 60715

Contacts
Rated impulse withstand voltage Uimp V AC 4000 4000 4000 4000

Overvoltage category/pollution 
degree

III/3 III/3 III/3 III/3

Rated insulation voltage Ui V AC 600 600 400 600

Power supply
Supply voltage V AC 160 … 300380400 300 … 500 300 … 500 160 … 300300 … 500

90 … 170180 … 280
Voltage tolerance x Uc 0.85 – 1.1 0.85 – 1.1 0.85 – 1.1 0.85 – 1.1
Power consumption VA 3 3 3 20
Rated frequency Hz 50 – 60 50 – 60 50 – 60 50 – 60
Duty factor  % DF 100 100 100 100

Timing cycle
Response delay time s Adjustable 0.1 – 10 Adjustable 0.1 – 10 Adjustable 0.1 – 10 Adjustable 0.1 – 10
Reset delay/Off-delay time s Adjustable 0.1 – 10 Adjustable 0.1 – 10 Adjustable 0.1 – 10 Adjustable 0.1 – 10
Time error within supply voltage % 0.5 0.5 0.5 0.5

Time error within temperature 
range

%/°C 0.06 0.06 0.06 0.06

Measuring circuits
Response range for undervoltage Umin V AC 160…220

342
360

300…380 350…430 160…220
300…380 90…120 
180…220

Response range for overvoltage Umax V AC 220…300
418
440

420…500 500…580 220…300 
420…500
120…170 240…280

Hysteresis % 0…5 0…5 0…5 0…5
Frequency Hz 50/60 g 10 % 50/60 g 10 % 50/60 g 10 % 50/60 g 10 %
Phase imbalance level adjustable % 2 – 15, from mean value 

of the phase voltage

Measuring cycle ms 50 50 50 50
Temperature error %/°C 0.06 0.06 0.06 0.06

Error within supply voltage % 0.5 0.5 0.5 0.5

EMR4-W...

For Control Relay Sales and Support call KMparts.com (866) 595-9616




