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Ordering
Timing relays

Rated operational 
current AC-11

Conventional 
thermal current

Time range Part no.
Article no.

Price
see price 
list

Std. pack Function
Terminal marking according to EN 50042

220 V 
230 V 
240 V

380 V 
400 V 
440 V

Ith

Ie Ie A
A A

Timing relays, On-delayed
3 3 6 1.5 – 30 s DILET11-30-A

048878
1 off fixed

11, On-delayed
3 3 6 1.5 – 30 s DILET11-30-W

048904

 

3 3 6 0.05 – 1 s
0.15 – 3 s
0.5 – 10 s
3 – 60 s
0.15 – 3 min
0.5 – 10 min
3 – 60 min
0.15 – 3 h
0.5 – 10 h
3 – 60 h

DILET11-M-A
048886

 fixed
11, On-delayed

3 3 6 DILET11-M-W
048891

 

Multi-function relay with connection for remote potentiometer

3 3 6 0.05 – 1s
0.15 – 3 s
0.5 – 10 s
3 – 60 s
0,15 – 3 min
0.5 – 10 min
3 – 60 min
0.15 – 3 h
0.5 – 10 h
3 – 60 h

DILET70-A
048893

1 off Adjustable
11, On-delayed
21, Fleeting contact on energization
42, Flashing
81, Pulse generating
ON-OFF

Adjustable
12, Off-delayed
16, On- and Off-delayed
22, Fleeting contact on de-energization
82, Pulse shaping
ON-OFF

3 3 6 DILET70-W
048899

1 off

Notes

A1

A2

15

16 18

A1

A2

15

16 18

A1

A2

Z2Z1

15

16 18

A1

A2

Z2Z1

Y1

Y2

15

16 18

Part no. suffix Actuating voltage
V DC V AC

-A 24 – 240 24 – 240, 50/60 Hz
-W – 400, 50/60 Hz

Permissible cable length Connection to
Cable unscreened, with cable cross-section 0.5 – 1.5 mm Y1/Y2,   Z1/Z2
Two-core cable 250 m
Two-core cable in the same cable duct with mains cable, 50/60 Hz 50 m

Accessories Page
Time functions a Engineering
Sealable shroud a 5/6
Potentiometer a 2/19
Screw adapter a 4/10
Blade terminals a 2/39

DILET...

For Control Relay Sales and Support call KMparts.com (866) 595-9616




