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AT0 Position Switches
Complete Units
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Moeller HPL0211-2001/2002 

AT0 Position Switches
Complete Units

Spring-rod actuator1) Roller lever Angled roller lever Rotary lever
Contacts
M = Make
B = Break

 

f  = Safety function by positive 
opening of contacts to
IEC/EN 60 947-5-1

Contact sequence 
Contact

 

U Closed

 

u Open
Zw = Positive opening 
clearance

EN 50 047 EN 50 047
Form E Form A

Type Price Type Price Type Price Type Price Notes
Article no. See Price 

List
Article no. See Price 

List
Article no. See Price 

List
Article no. See Price 

List
Std. pack

Complete units, IP65

Narrow version  The operating heads can be rotated 
in 90° stages to match the specified 
direction of operation.
For degree of protection IP65, use 
M20 cable glands with up to 9.0 mm 
length of connecting thread (V-M20)

.

No SUVA approval for the following 
types:

• AT0-11-S-I/F
• AT0-20-1-I/AR
• AT0-20-1-I/WR
• AT0-20-1-I/R
• AT0-11-S-IA/F
• AT0-20-1-IA/AR
• AT0-20-1-IA/R

Accessories Page

V-M20 cable gland 03/018

1 M 1 B

 

f – AT0-11-1-I/AR
017085

AT0-11-1-I/WR
031323

AT0-11-1-I/R
021831

10 off 

1 M 1 B

 

f – AT0-11-2-I/AR
057426

AT0-11-2-I/WR
071664

AT0-11-2-I/R
062172

2 off 

2 M – – – AT0-20-1-I/AR
043189

AT0-20-1-I/WR
057427

AT0-20-1-I/R
047935

– 2 B

 

f – AT0-02-1-I/AR
083530

AT0-02-1-I/WR
097768

AT0-02-1-I/R
088276

1 M 1 B

 

f Snap-action contact AT0-11-S-I/F
000475

AT0-11-S-I/AR
097767

AT0-11-S-I/WR
014713

AT0-11-S-I/R
005221

1 off 

Wide version  

1 M 1 B

 

f – AT0-11-1-IA/AR
038442

– AT0-11-1-IA/R
043188

2 off 

1 M 1 B

 

f – AT0-11-2-IA/AR
078783

– AT0-11-2-IA/R
083529

2 M – – – AT0-20-1-IA/AR
064546

– AT0-20-1-IA/R
069292

– 2 B

 

f – AT0-02-1-IA/AR
005222

– AT0-02-1-IA/R
009968

1 M 1 B

 

f Snap-action contact AT0-11-S-IA/F
024205

AT0-11-S-IA/AR
021832

– AT0-11-S-IA/R
028951

Notes 1)   Do not use spring-rod actuator as a safety position switch; admissible only with snap-action contact.
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